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DECLARATION OF PERFORMANCE
No. CE1/19 (version 1)

1. Unique identification code of the product-type:
Hot rolled products of structural steels — Wire rod.

'2. Intended use/es:

Metal structures or in composite metal and concrete structures

3. Manufacturer:
CMC Poland Sp. zc.0.

5. System/s of AVCP: 2+

B6a. Harmonised standard:
EN 10025-1:2004

Notified body/ies:

ul. Pitsudskiego 82, 42-400 Zawiercie.

PRUFSTELLE FUR BETONSTAHL Prof. Dr.-Ing. G. Rehm GmbH, notified body number: 0758

7. Declared performance/s:

Essential characteristics

Declared performance

Dimension and shape tolerances Permissible deviation of diameter [mm] Ovality
Diameter [mm] 55+9,5 +0,3 80 % of total diameter
10,0 + 15,5 +0,4 deviation
16,0+ 25,0 +0,5
Elongation A [%] min.
S235JR, 523510, 5235J2 26
'S275JR, 527510, 52752 23
S355JR, $35510, 5355J2 22
Tensile strength Rm [MPa]
S235JR, 523510, S235]2 360 =+ 510
S275JR, 527510, S275]2 410 = 560
S355]R, $355J0, $35512 470 = 630
Yield strength Srednica{mm] <16 >16 <25
i g, % g Re [Mpa] min.
. 5235JR,-523510, 5235J2 235 225
S275JR, S275)0, S275)2 275 265
S355JR, $35510, $355J2 355 345
Impact properties Temp. [°C] Min. impact energy [J]
$235JR, $275IR, S355]R 20 27 — only when specified at the time
of order
$235J0, $275]0, S355J0 0 27
$235J2,5275]2, S355]2 -20 27
Weldability {chemical composition) C | ™n si| P | s Cu_ | N CEV
Durability (chemical composition) [%] max.
$235IR 0,17 1,40 - 0,035 | 0,035 0,55 0,012 0,35
5235J0 0,17 1,40 - 0,030 0,030 0,55 0,012 0,35
5235)2 0,17 1,40 - 0,025 | 0,025 0,55 - 0,35
S275IR 0,21 1,50 - 0,035 | 0,035 0,55 0,012 0,40
527510 0,18 1,50 = 0,030 0,030 0,55 0,012 0,40
$275)2 0,18 1,50 - 0,025 | 0,025 0,55 - 0,40
$355IR 0,24 1,50 055 | 0035 | 0,035 0,55 0,012 0,45
$355J0 0,20 1,60 0,55 | 0,030 | 0,030 0,55 0,012 0,45
$355)2 0,20 1,60 0,55 | 0,025 | 0,025 0,55 - 0,45




The performance of the product identified above is in conformity with the set of declared performance/s. This
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility
of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Leszek Kania ie ANIA

" At Zawiercie  on 28.10.2018y
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DECLARATION OF PERFORMANCE
No. CE2/19 (version 1)

1. Unique identification code of the product-type:
Hot rolled products of structural steels — Round plain bars.

2. Intended useles:

Metal structures or in compesite metai and concrete structures

3. Manufacturer:
CMC Poland Sp. z 0.0

5. System/s of AVCP: 2+

B8a. Harmonised standard:
EN 10025-1:2004

Notified body/ies:

ul. Pitsudskiego 82, 42-40C Zawiercie.

PRUFSTELLE FUR BETONSTAHL Prof. Dr.-Ing. G. Rehm GmbH, notified body number: 0758

7. Declared performar_]ce/s:

Essential characteristics

Declared performance - Round plain bars

Dimension and Diameter [mm] | 12 | 13+15 | 16222 | 24:25 | 26+30 | 32:35 | 36+40 | 42:50 | 52 [55:75] 80 | 8505

shape tolerances Permissible deviation [mm]

(dimensionsin mm) | Normal 0,4 | 04 | 205 | #05 0,6 0,6 0,8 0,8 1 #1 [ &1 ] 13
Raised +0,15 10,20 0,20 +0,25 +0,25 0,30 +0,30 0,40 0,40 | +0,50 undefined
Ovality Max 75% scope of normal and raised deviation.
Straightness (q) undefined I qs0,4% zL | gq<0,25% z L

Length (L); Type

L=4,5m+18m; Factory (M): 10% of the bars may have a smaller length, but not less than 75% of the minimum length of

of length ‘the ordered range; Approximate (F): £100mm; Accurate (E): £25mm for L<6000mm, +50 mm for L 26000mm
Elongation Diameter [mm] 12 <40 >40 <63 >63 €95
§$235JR, 523510, 52352 26 25 24
$275JR, 527510 [%] min. 23 22 21
S355JR, §355J0, S355J2, S355K2 22 21 20
Tensile strength S235JR, 52350, S235J2 360+ 510
S2751R, 27510 [;r:a] 410 - 560
S355JR, $355J0, 5355J2, S355K2 470+ 630
Yield strength Diameter [mm] <16 >16 <40 >40 <63 >63 <80 >80 <95
S235JR, 523510, 52352 235 225 215 215 215
$275IR, 527510 Rermpa] 275 | 265 255 245 235
S355JR, $35510, $355J2, $355K2 ’ 355 345 335 325 315
Impact properties Temp. [°C] Min. impact energy [J]
$235JR, $275JR, S355JR 20 27 — only when specified at the time of
order
$235J0, 5275J0, 5355J0 0 27
$235J2, $355)2 -20 27
S355K2 -20 40
Weldability (chemical composition) [%] max. C Mn | Si P | s |cu| N CEV
Durability (chemical composition) Diameter [mm] <40 >40 <30 | >30<40 >40
S235JR 0,17 0,20 | 1,40 - 0,035 | 0,035 | 0,55 |0,012| 0,35 0,35 0,38
523510 0,17 0,17 | 1,40 = 0,030 | 0,030 | 0,55 |0,012| 0,35 0,35 0,38
$235)2 0,17 0,17 | 1,40 - 0,025 | 0,025 | 0,55 - 0,35 0,35 0,38
S2751R 0,21 0,22 | 1,50 | - 0,035 | 0,035 | 0,55 |0,012|0,40 0,40 0,42
S275J0 0,18 0,18 | 1,50 - 0,030 | 0,030 | 0,55 |0,012| 0,40 0,40 0,42
S355JR 0,24 0,24 | 1,60 ]0,55]| 0,035 |"0,035 | 0,55 |0,012| 0,45 0,47 0,47
$355J0 0,20 | 0,22 | 1,60 |0,55| 0,030 | 0,030 | 0,55 |0,012]0,45 0,47 0,47
$355J2, S355K2 0,20 0,22 | 1,60 |0,55| 0,025 | 0,025 | 0,55 - 0,45 0,47 0,47




The performance of the product identified above is in conformity with the set of declared performance/s. This
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility
of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Leszek Kanid

AL MIEJCIE
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DECLARATION OF PERFORMANCE
No. CE3/19 (version 1)

1. Unique identification code of the product-type:
Hot rolled products of structural steels — Flat bars.

2. Intended use/es:
Metal structures or in composite metal and concrete structures

3. Manufacturer:
CMC Poland Sp. z 0.0. ul. Pilsudskiego 82, 42-400 Zawiercie.

5. System/s of AVCP: 2+

B6a. Harmonised standard:
EN 10025-1:2004

Notified body/ies:

PRUFSTELLE FUR BETONSTAHL Prof. Dr.-Ing. G. Rehm GmbH, notified body number: 0758

7. Declared performance/s:

Essential characteristics Declared performance — Flat bars
Dimension and Width (b} Nominal width 20 <b< 40 40 <b< 80 80 <b< 100 100 <b< 120 120 <b< 150
shape tolerances Permissible deviation +0,75 +1 £1.5 +2 2.5
(dimensions in Thickness (t) Nominal thickness t<20 20<t<40
g Permissible deviation £0,5 11
Straightness Nominal cross section area <1000 mm? 2 1000 mm?
{q) Permissible deviation in plane b q<0,4% from L gq<0,25% from L
Rectangularity Nominal thickness 10£t<25 25 <t<40
(u) - : Permissible deviation 0,5 1
Length (L}); L=4,5m+18m; Factory (M): 10% of the bars may have a smaller length, but not less than 75% of the minimum length of the
Type of length ordered range; Approximate {F): £100mm; Accurate (E): 25mm for L<6000mm, +50 mm for L 26000mm
Elongation 5235JR, S235JRC,5235J0, 5235J0C, 5235J2 26
S275IR, 527510 [%] min. 23
S355JR, S355J0, S355J2, S355K2 22
Tensile strength $235JR, 5235JRC,$235J0, $235J0C, $235J2 360 = 510
S275IJR, 527510 Rm [MPa] 410 + 560
S355JR, 5355)0, $355J2, S355K2 470 + 630
Yield strength EE Thickness [mm] <16 >16 <40
"$235]R, $235JRC,$235J0, 5235J0C, $235)2 235 225
S275IR, 527510 Reri'f’:‘pa] 275 265
$355JR, $355J0, $355J2, $355K2 " 355 345
Impact properties Temp. [°C] Min. impact energy [1]
S235JR, S235JRC, S275JR, S355JR 20 27 - only when specified at the time of
order
§235J0, $235J0C, S275]0, S355.0 0 27
§235J2, $355)2 -20 27
$355K2 -20 40
Weldability (chemical composition) [%] max. C | Mn I Si \ p | S I Cu | N CEV
Durability (chemical composition) Thickness [mm] <30 >30 <40
$235JR, $235JRC 0,17 1,40 - 0,035 | 0,035 | 0,55 |0,012| 0,35 0,35
523510, S235J0C 0,17 1,40 - 0,030 | 0,030 | 0,55 |0,012] 0,35 0,35
$235)2 0,17 1,40 - 0,025 | 0,025 | 0,55 - 0,35 0,35
S275JR 0,21 1,50 - 0,035 | 0,035 | 0,55 |0,012| 0,40 0,40
5275J0 0,18 1,50 - 0,030 |-0,030 | 0,55 [0,012| 0,40 0,40
S355IR 0,24 1,60 | 0,55 | 0,035 | 0,035 | 0,55 |0,012| 0,45 0,47
$355J0 0,20 1,60 |0,55| 0,030 | 0,030 [0,55 |0,012| 0,45 0,47
$355)2, S355K2 0,20 1,60 |0,55| 0,025 | 0,025 | 0,55 - 0,45 0,47




The performance of the product identified above is in conformity with the set of declared performance/s. This
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility
of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Leszek Kania /

t Zawiercie  on 23.12.2019y
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DECLARATION OF PERFORMANCE
No. CE4/19 (version 1)

1. Unigque identification code of the product-type:
Hot rolled products of structural steels — Wide flat bars.

2. Intended use/es:

letal structures or in composite metal and concrete structures

3. Manufacturer:
CMC Poland Sp. z c.0.

5. System/s of AVCP: 2+

B6a. Harmonised standard:

EN 10025-1:2004

Notified body/ies:

ul. Pitsudskiego 82, 42-400 Zawiercie.

PRUFSTELLE FUR BETONSTAHL Prof. Dr.-Ing. G. Rehm GmbH, notified body number: 0758

7. Declared performance/s:

Essential characteristics

Declared performance = Wide flat bars

Dimension Width The maximum limit deviation for width is +2% of the nominal value, but no more than #10mm.
and shape Thickness Nominal thickness 25 <10 210 <20 220 <25 225<30 30
tolerances Tolerance class A +0,5; -0,4 +0,8;-0,4 | +0,9;-0,5 +1,0; -0,6 +1,1;-0,7
(dimensions in Tolerance class B +0,7;-0,3 +0,9;-0,3 +1,1;-0,3 +1,3;-0,3 +1,5;-0,3
mm) Straightness Maximum deviation of straightness, g: shall be 0,0025 |1, and 0,00125 |y, for wide flats with reduced straightness
(aq) tolerances.
Square- Nominal thickness <13 >13 <18 >18
edgedness Nominal deviation 2,0 3,0 3,5
Reduced deviation 0,5 0,75 0,9
Lenght (L) L=4,5m+18m; maximum deviation +200mm
Elongation $235JR, $235J0, S235J2 26
S275JR, S275)0 [9] min. 23
S355JR, $355)0, $355J2, $355K2 22
Tensile strength $235JR, $235J0, $235J)2 360+ 510
S275JR, S275J0 - Rm [MPa] 410+ 560
S355JR, $355J0, $355J2, S355K2 470+ 630
Yield strength ‘Thickness [mm] - "~ <16 >16 <30
$235JR;.5235)0, 523512 235 225
$275JR, $275J0 Re [Mpa] min. 275 265
$355JR, $355J0, S355)2, S355K2 355 345
Impact properties Temp. [°C] Min. impact energy [J]
S235JR, S275JR, 5355IR 20 27 — only when specified at the time of order
$235J0, $275J0, S355J0 0 27
§235J2, $355)2 -20 27
S355K2 -20 40
Weldability (chemical [9%] max. C Mn Si P S Cu N CEV
composition) S235JR 0,17 1,40 - 0,035 | 0,035 | 0,55 |0,012 0,35
Durability (chemical 523510 0,17 1,40.| - | 0,030 | 0030|055 0,012 0,35
composition) $235)2 0,17 1,40 - | 0,025 | 0,025 (055 | - 0,35
S275JR 0,21 1,50 - 10,035 | 0,035 | 0,55 (0,012 0,40
$27510 0,18 1,50 - 10,030 | 0,030 | 0,55 |0,012 0,40
$355JR 0,24 1,60 [0,55] 0,035 | 0,035 | 0,55 |0,012 0,45
$355J0 0,20 1,60 |0,55| 0,030-| 0,030 |0,55 /0,012 0,45
5355J2, 5355K2 0,20 1,60 0,55 | 0,025 | 0,025 | 0,55 = 0,45




The performance of the product identified above is in conformity with the set of declared performance/s. This
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility
of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Leszek !

At Zawiercie  on 23.12.2019y



DECLARATION OF PERFORMANCE
No. CE5/19 (version 1)

1. Unique identification code of the product-type:
Hot rolled products of structural steels — square bars.

2. Intended use/es:
Metal structures or in composite metal and concrete structures

3. Manufacturer:
CMC Poland Sp. z 0.0. ul. Pilsudskiego 82, 42-400 Zawiercie.

5. System/s of AVCP: 2+

6a. Harmonised standard:
EN 10025-1:2004

Notified body/ies:
PRUFSTELLE FUR BETONSTAHL Prof. Dr.-ing. G. Rehm GmbH, notified body number: 0758

7. Declared performancel/s:

Essential characteristics | Declared performance - square bars
Dimension and shape Permissible deviation of +0,4
tolerances (dimensions dimension
in mm) Length (L); Type of length [L=4,5m+18m; Factory {M): 10% of the bars may have a smaller length, but not less than 75% of the
minimum length of the ordered range; Approximate (F): £100mm; Accurate (E): £25mm for
L<6000mm, £50 mm for L 26000mm
Corner radius Nominal dimension 10<a<12 12<agl4
: r r<l r<1,5
Torsion - Permissible deviation 4°/m, but not more than 24° across the all length
Rectangularity (u) Permissible deviation 1,50
Elongation S235JR, 523510, S235]2 26
S275IR, $275)0, $275)2 [%] min. 23
S355JR, 5355J0, S355J2 22
Tensile strength S$235IR, 523510, 5235)2 360 + 510
$275JR, $275J0, $275J2 Rm [MPa] 410 + 560
$355]R, 5355J0, 5355)2° 470 + 630
Yield strength . .| S235IR, 5235J0, 5235J2 235
o S275JR, 52750, 5275)2 Re [Mpa] min. 275
$355JR, $355J0, $355)2 ' 355
Impact properties Temp. [°C] Min. impact energy [J]
S235JR, S275JR, S355JR 20 27 —only when specified at the time of order
§235J0, 52750, $355J0 0 27
S235J2, 5275J2, S355)2 -20 27
Weldability (chemical | ¢ [ ™n si | p | s | cu | N | CEV
composition) [%] max.
Durability (chemical $235JR 0,17 1,40 - 0,035 0,035 0,55 0,012 0,35
composition) 5235J0 0,17 1,40 - 0,030 0,030 0,55 0,012 0,35
$235)2 0,17 1,40 - 0,025 0,025 0,55 - 0,35
S275JR 0,21 1,50 - - 0,035 0,035 0,55 0,012 0,40
S27510 0,18 1,50 - 0,030 0,030 0,55 0,012 0,40
5275)2 0,18 1,50 - 0,025 0,025 0,55 - 0,40
S355)R 0,24 1,60 0,55 0,035 0,035 0,55 0,012 0,45
S$355J0 0,20 1,60 0,55 0,030 0,030 0,55 0,012 0,45
S355)2 0,20 1,60 0,55 0,025 0,025 0,55 - 0,45




The performance of the product identified above is in conformity with the set of declared performancer/s. This
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility
of the manufacturer identified above. -

Signed for and on behalf of the manufacturer by:

Leszek Kania

e
[ % Keszek Kania

| At Zawierciu  of 23.12.2019y



i 1]
&

k)

\BIE';’ Commercial Metals |

DECLARATION OF PERFORMANCE
No. CE6/19 (version 1)

1. Unique identification code of the product-type:
Hot rolled products of structural steels — Equal leg angles.

-2. Intended use/es:

Metal structures or in composite metal and concrete structures

3. Manufacturer:

CMC Poland Sp. z 0.0. ul. Pilsudskiego 82, 42-400 Zawiercie.

5. System/s of AVCP: 2+

6a. Harmonised standard:

EN 10025-1:2004

Notified body/ies:

PRUFSTELLE FUR BETONSTAHL Prof. Dr.-Ing. G. Rehm GmbH, notified body number: 0758

7. Declared performance/s:

Essential characteristics

Declared performance — Equal legs angles

Dimension and shape
tolerances

(dimensions in mm)

Angle length Length as<50 50<a<80
Permissible deviation +1,0 +2,0
Rectangularity (k) Permissible deviation (k) = 1,0
Angle thickness Thickness (t) t<5 5<t<8
Permissible deviation +0,50 +0,75
Straightness Permissible deviation at all equal legs angle length {q) 0,4% L
'Permissible deviation for any parts {(g) (measuring length = 1500) 6

- length deviation =~

+50mm; +100mm only when minimal lengths are required

Elongation $235JR, $235J0, $235)2 26
S275JR, $275J0, $275)2 [9] min. 23
$355JR, $355J0, $355)2 22
Tensile strength S235JR, S235J0, S235J2 360 + 510
$275JR, 5275J0, 527512 Rm [MPa] 410 + 560
S355JR, $355J0, $355)2 470 + 630
Yield strength $235JR, $235J0, $235)2 235
~ ~|i §275JR,'S275J0, 5275J2 . Re [Mpa] min. 275
: $355JR, $355J0,.5355)2 355
Impact properties Temp. [°C] Min. impact energy [J]
S235JR, 5275JR, $355JR 20 27 —only when specified at the time of order
$235J0, 5275J0, 5355J0 0 27
$235J2, 5275J2, 535512 -20 27
Weldability (chemical | C Mn | s | P s | N CEV
composition) [%] max.
Durability (chemical S235JR 0,17 1,40 - 0,035 0,035 0,55 0,012 0,35
composition) $235J0 0,17 1,40 - 0,030 0,030 0,55 0,012 0,35
$235J2 0,17 1,40 5 0,025 0,025 0,55 - 0,35
S275JR 0,21 1,50 - 0,035 0,035 0,55 0,012 0,40
52750 0,18 1,50 - 0,030 0,030 0,55 0,012 0,40
$275)2 0,18 1,50 - 0,025 0,025 0,55 E 0,40
$355JR 0,24 1,60 0,55 0,035 0,035 0,55 0,012 0,45
$355J0 0,20 1,60 0,55 0,030 0,030 0,55 0,012 0,45
$355)2 0,20 1,60 0,55 0,025 0,025 0,55 5 0,45




The performance of the product identified above is in conformity with the set of declared performance/s. This

declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility
of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Leszek Kania

At Zawiercie  on 23.12.2019y
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DECLARATION OF PERFORMANCE
No. CE1/20 (version 1)

1. Unigue identification code of the product-type:
Hot rolled products of structural steels — Wire rod in grades S235JRC. §235J0C, S235J2C.

2. Intended use/es: _
Metal structures or in composite metal and concrete structures.

3. Manufacturer:
CMC Poland Sp. z 0.0. ul. Pitsudskiego 82, 42-400 Zawiercie.

5. System/s of AVCP: 2+

B6a. Harmonised standard:
EN 10025-1:2004

Notified body/ies:
PRUFSTELLE FUR BETONSTAHL Prof. Dr.-ing. G. Rehm GmbH, notified body number: 0758.

7. Declared performance/s:

Essential characteristics Declared performance
Dimension and shape tolerances Permissible deviation of diameter [mm] Ovality
: Diameter [mm] 55+9,5 0,3 80 % of total diameter
10,0 + 15,5 04 deviation
16,0+ 25,0 0,5
Elongation ) A [%] min.
$235JRC, S235J0C, $235J2C 26
Tensile strength Rm [MPa]
$235JRC, 5235J0C, §235J2C 360 + 510
Yield strength Diameter [mm] <16 \ >16 <25
1 ' Re [Mpa] min.
S235JRC, $235J0C, 523512C 235 225
Impact properties : Temp. [°C] Min. impact energy [J]
S235JRC - 20 27 — only when specified at the time
¢ . of order
| $235/0C 0 27
5235)2C -20 27
Weldability {chemical composition) c Mn si|] p | s | c | N I
Durability (chemical composition) [%] max.
$235JRC 0,17 1,40 - 0,035 | 0035| 055 0,012 0,35
$235J0C 0,17 1,40 - 003 |0030 ]| 055 0,012 0,35
$235)2C 0,17 1,40 - 0,025 | 0025 | 055 . 0,35

The performance of the product identified above is in conformity with the set of declared performance/s. This
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility
of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:
A|URO ZARZADZANIA JAKOSCIA

Y7 " Kiarownik ds. Certyfikacii |
///< Mﬁ( ds. Zintegrowanego Systemu
£ i arzadzania

Damian Stopa Damian Stopa

At Zawiercie on 31.08.2020y



